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As a recognized industry leader for over 30 years, SMC Networks has pioneered high-quality,
standards-based connectivity and Internet access solutions. The company leverages its
global manufacturing resources and strategic relationships with technology innovators to
bring to market a growing range of affordable, leading-edge networking and connectivity
solutions.

SMC Networks designs, produces, markets and services innovative high quality wired and
wireless LAN solutions for small businesses, home users and enterprises, at an affordable
cost of ownership. With three distinct product lines, SMC’s EZ Networking™, Tiger™ and
EliteConnect™ products are designed to meet the requirements of our customer’s growing
business and residential needs.  All SMC products are backed by a limited lifetime warranty
and 24/7 free technical support.

Committed to the channel, all SMC branded products are sold through SMC Networks’
authorized distribution channel.  SMC products are widely available through leading IT distributors
and strategic partners (including telco’s and ISP’s) as well as retail and e-tail businesses.
SMC does not sell directly to end users.  To further confirm commitment to its channel, SMC
runs channel programs across Europe & Africa to support and educate its resellers.

Global reach, local presences. As a global company, SMC has the capacity to 
support its partners and customers worldwide.  With corporate headquarters located in
Irvine, California, U.S.A, SMC supports the global market through strategically located sales
and support offices around the world.  Barcelona, Spain is home to the European & African
headquarters with a centralized warehouse based in Holland.

Product Focus SMC Networks' EZ Networking™ line (includes EZ Card™, EZ Switch™, 
EZ Stream™, EZ Connect™ and Barricade™ product lines) is designed for the networked
home and small offices. It is composed of wireless LAN solutions, a full range of network
adapters for desktop and notebook use, unmanaged, dual-speed standalone switches, as well as
internet connectivity products which include a line of ADSL (USB & PCI) modems.  The Barricade™
line up is comprised of SMC’s xDSL/Cable Broadband routers which support a range of fire-
wall, ADSL modem, VPN and WLAN features.

SMC Networks' Tiger™ line is aimed at meeting the growing needs of small and medium-sized
enterprises, with an emphasis on providing high-speed, feature-rich LAN products at the
departmental level. The Tiger™ family consists of a complete line of Ethernet, Fast Ethernet,
and Gigabit-Ethernet managed switches with the flexibility and bandwidth to support stacking
and modular uplinks for a wide range of media connector types. The Tiger™ line extends to
the desktop PC and server with a range of network adapters as well as VDSL solutions. 

SMC Networks’ EliteConnect™ line is comprised of enterprise-class wireless LAN solutions
to address today’s wireless applications, such as hotspots for corporate offices, hotels and
airports. The EliteConnect™ WLAN Security System is an advanced wireless security and
management solution that incorporates VPN technology as well as user authentication and
rights management tools for protecting mission critical data and managing mobile users.
(The EliteConnect™ line includes a 2.4HGz/5GHz wireless AP and client adapters).

Our mission is to connect people and organizations with a comprehensive portfolio of 
networking solutions while delivering best of breed technology.

Our manufacturing strength, SMC Networks is a privately held company of the Accton
Technology Corporation, (TAIEX:2345) and is recognized as the branded business of the
ATC group.  Accton is a global provider of advanced communication products, with an
ODM/OEM focus and a strong R&D force, ensuring that Accton seizes the benefits of cutting-
edge technology. These top-quality products give SMC Networks a unique advantage over
competing brands.  

Accton has received the recognition of ISO 9001 quality systems for quality assurance in
design, manufacturing and production, as well as ISO 14000 Environmental Management
System. In 2000, Accton demonstrated its quality policy by becoming the eighteenth company
to receive TL 9000, the world’s highest quality system in the telecommunication industry.
Accton currently has more than 2,000 employees worldwide.
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SMC Networks´ range of switch products offer unparalleled choice in performance, features and value-for–money.

Whatever your network needs, from simple PC connectivity to stackable, manageable gigabit switches, SMC has the

solution. 

Switching is the tool all networking professionals turn to for increasing bandwidth, removing network bottlenecks,

inter-connecting various media such as fiber and copper or migrating parts of networks to faster gigabit speeds.

SMC’s switches offer all the flexibility required with port counts from 5 to 50 ports, Ethernet/Fast Ethernet and Gigabit

Ethernet performance, or desktop/stackable. Our award-winning, top-of-range TigerSwitches offer the ultimate in 

reliability, features and performance for larger installations while the EZ Switch range is ideal for PC connectivity and

applications in small/medium sized offices and home offices. 

SMC Networks, a long-time supplier of Ethernet switching technology, continues to bring leading edge technology and

products to its customers. In line with the company’s strategic initiative to bring high-speed switching technology with

the features that users need most to SMB and Enterprise applications, SMC has introduced several new Gigabit switch

products over the last year to fill the growing demand for bandwidth and efficiency.  As the market evolves and 

re-distributes, SMC has the full breadth of products to address the ongoing changes in demand for all of the market

segments it serves. SMC is committed to supporting its customers with the full range of options for switching 

technology—from simple unmanaged Gigabit switches to fully managed L2/3/4 10Gigabit switches.  SMC is also a

leader in enterprise class wireless access points and bridges that deliver much-needed security and management, as

well as Power over Ethernet switches for Voice over IP and wireless applications.
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SMC
SWITCHING

UNMANAGED

SMART

MANAGED

ENTERPRISE

Fixed Ports

Fixed Ports

SMC8505T/SMC8508T 
5/8 x 10BASE-T/100BASE-TX/
1000BASE-T

SMCGS5/SMCGS8
5/8 x 10BASE-T/100BASE-TX/
1000BASE-T

SMCFS5/SMCFS8
5/8 x 10BASE-T/100BASE-TX

SMC-EZ6516TX
16 x 10BASE-T/100BASE-TX

SMC-EZ105DT/
SMC-EZ108DT
5/8 x 10BASE-T/100BASE-TX

SMCGS16/SMCGS24
16/24 x 10BASE-T/100BASE-TX/
1000BASE-T

SMC-EZ16SW/
SMC-EZ24SW
16/24 x 10BASE-T/100BASE-TX/

ALL
FIXED PORTS

ALL
FIXED PORTS

WITH
EXPANSION SLOTS

ALL
FIXED PORTS

WITH
EXPANSION SLOTS

LAYER 2 
SWITCHES

STACKABLE

UP TO 8 UNITS

STANDALONE

MULTILAYER  
SWITCHES L2/L3

WITH
EXPANSION SLOTS

16/24

16/24

5/8

SMCGS16-Smart/
SMCGS24-Smart
16/24 10/100/1000BASE-T ports

SMCGS24C-Smart 
24 10/100/1000BASE-T, 
4 x Gigabit Combo (RJ45/SFP)  ports

24

16/24

5/8

5/8

SMC8024L2/SMC8048L2
24/48 x 10/100/1000BASE-T, 
4 Gigabit combo (RJ45/SFP)
ports

SMC8724ML3/
SMC8748ML3
24/48 x 100BASE-T,ports plus 4 x 
Gigabit combo ports + 1 slot for 
10 G module

24/48

24/48

SMC8612XL3
12 x 100BASE-X SFP ports with
4 x 100BASE-T fixed in ports   

12

G

G

SMC6826MPE
24 x 10/100BASE-TX ports, 2 gigabit 
combo ports, PoE Support   

24

SMC6724AL2  
24 x 10/100BASE-T opt. 2 slots 
for 100FX, 1000X GBIC module 

8

SMC8708L2
8 x 10 Gigabit XFP ports 

8

SMC6708L2
8 x 10BASE-T/100BASE-TX

8

SMC6709FL2
8 x 10BASE-T/100BASE-TX + 
1 fixed-in 1000BASE-FX MMF ports

9

SMC6709GL2
8 x 10BASE-T/100BASE-TX + 
1 fixed-in 1000BASE-SX

9

SMC6824M
24 x 10/100 BASE-T, 100 BASE-FX 
fiber optics, 1000 BASE-XGigabit 
fiber optics

24

SMC8824M/SMC8848M
24/48 x 10/100/1000BASE-T, 
4 Gigabit Combo (RJ45/SFP) + 
2 slots for 10G modules (XFP)

24/48

SMC8724M/SMC8748M
24/48 x 10/100/1000BASE-T, 4 
Gigabit (RJ45/SFP) + 1 slot for 
10 G module

5/8

16

24/48

SMC6224M/SMC6248M   
24/48 x 10/100BASE-T/TX, 
2 1000 BASE-T ports, 2 Gigabit 
combo ports

24/48 

SMC6726AL2/6752AL2 
24/48 x 10BASE-T ports + 2 Gigabit 
combo ports + 2 x 1000BASE-T 
ports (6752AL2 only)

24/48

SMC8612T2/
SMC8624T/SMC8648T  
12/24/48 x 10/100/1000BASE-T, 
4 x 1000BASE-X (SFP) ports 

12/24/48

Fixed Ports

Fixed Ports

G

G

G

G

G

G

G

Note: Transceivers sold separately

G = Gigabit



UNMANAGED SWITCHES
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EZ Switch™ 10/100/1000
16/24-Port Layer 2 Gigabit
Unmanaged Switch

SMCGS16/SMCGS24

FEATURES
• Auto MDI/MDI-X on each port to 

simplify integration into a network
• Complies with the IEEE802.3, 

IEEE802.3u, and IEEE802.3ab/Gigabit 
Ethernet standard

• Jumbo Frame support 
• Features Store-and-Forward mode with 

wire-speed filtering and forwarding rates
• IEEE802.3x compliant full-duplex flow 

control

PORTS
• 16-port auto-MDIX 10/100/1000Mbps 

RJ-45 auto-sensing ports
• 24-port auto-MDIX 10/100/1000Mbps 

RJ-45 auto-sensing ports  

PERFORMANCE
• Switch Fabric: 32/48Gbps, non-blocking
• Memory buffer: 272/400Kbits
• Throughput: 23.8/35.7Mpps
• 8K MAC Address Table

DIMENSION/WEIGHT  
• 330 x 204 x 44 mm/3 x 8 x 1.7 in
• SMCGS16: 2.0 kg/4.04 lbs
• SMCGS24: 2.19 kg/4.8 lbs

EZ Switch™ 10/100/1000
5/8-Port Layer 2 Gigabit 
Unmanaged Switch

SMC8505T/SMC8508T 

FEATURES
• Auto MDI/MDI-X on each port to 

simplify integration into a network
• Jumbo Frame support
• Complies with the IEEE802.3, 

IEEE802.3u, and IEEE802.3ab/Gigabit 
Ethernet standard

• Features Store-and-Forward mode with 
wire-speed filtering and forwarding rates

• IEEE802.3x compliant full-duplex flow 
control

PORTS
• SMC8505T

• 5 fixed 10BASE-T/100BASE-TX/
1000BASE-T ports

• SMC8508T
• 8 fixed 10BASE-T/

100BASE-TX/1000BASE-T ports

PERFORMANCE
• Switch Fabric: 10/16Gbps, non-blocking
• Memory buffer: 768Kbits
• Throughput: 7.4/11.9Mpps
• 8K MAC Address Table

DIMENSION/WEIGHT  
• 7.72 x 4.61 x 1.46 in/169 x 117 x 37 mm
• SMC8505T

• 0.60 kg/1.323 lbs
• SMC8508T

• 0.65 kg/1.433 lbs

EZ SwitchTM 10/100/1000
5/8-Port Gigabit
Unmanaged Switch

SMCGS5/SMCGS8

FEATURES
• Auto MDI/MDI-X on each port to simplify 

integration into a network
• Jumbo Frame support
• Features Store-and-Forward mode with 

wire-speed filtering and forwarding rates
• EEE802.3x compliant full-duplex flow 

control, HOL blocking prevention
• Broadcast storm control and CRC Filtering
• LED indicators for simple troubleshooting

PORTS
• SMCGS5

• 5 x 10/100/1000 BASE-T
• DC power socket

• SMCGS8
• 8 x 10/100/1000 BASE-T
• DC power socket

PERFORMANCE
• Switch fabric: 

• SMCGS5
• 10Gbits
• 7.4Mpps

• SMCGS8
• 16Gbits
• 11.9Mpps

•8K MAC address entries

DIMENSION/WEIGHT  
• SMCGS5

• 14.7 x 9.0 x 3.2 cm/5.71 x 3.52 x 1.27 in
• 165 g/0.33 lbs

• SMCGS8
• 18.9 x 9.0 x 3.7 cm/7.4 x 3.5 x 1.47 in
• 285g/0.58lbs



EZ SwitchTM 10/100
5/8-Port Dual-Speed
Unmanaged Switch

SMCFS5/SMCFS8

FEATURES
• Up to 1.6Gbps of aggregate bandwidth
• Dual-speed 10/100Mbps with 5, 8 

auto-sensing ports
• Receives and transmits traffic at full 

wire speed on all ports
• Automatic address learning with a 1K 

MAC address table

PORTS
• 5-/8 fixed 10BASE-T/100BASE-TX ports 

(all Auto-MDIX)

PERFORMANCE
• Switch Fabric: 1/1.6Gbits
• Memory: 768Kbits
• Throughput: 0.74/1.2Mbps

DIMENSION/WEIGHT  
• SMCFS5 

• 5.7x3.5x1.26In/14.5 x 9 x 3.2 cm
• 135g/0.29lbs

• SMCFS8 
• 5.7x3.5x1.26In/14.5 x 9 x 3.2 cm
• 155/0.34lbs

EZ SwitchTM 10/100
16-Port Dual-Speed 
Unmanaged Switch

SMC-EZ6516TX

FEATURES
• Up to 3.2Gbps of aggregate bandwidth
• Dual-speed 10/100Mbps with 16 auto-

sensing ports
• Receives and transmits traffic at full 

wire speed on all ports
• Automatic address learning with a 2K 

MAC address table

PORTS
• 16 fixed 10BASE-T/100BASE-TX ports 

(all Auto-MDIX)

PERFORMANCE
• Switch Fabric: 3.2Gbits
• Memory buffer: 768Kbits
• Throughput: 2.3Mpps

DIMENSION/WEIGHT  
• 10.43 x 3.31 x 1.02 in/265 x 84 x 26 mm
• 1.521 lbs/0.69 kg 

EZ SwitchTM 10/100
5/8-Port 
Unmanaged Switch

SMC105DT/SMC108DT

FEATURES
• Auto-negotiation of half or full duplex, 

and auto-sensing of transmission 
speed, on all ports 

• Auto configuration for MDI/MDI-X 
cable connections 

• ANSI/IEEE802.3u compliant
• Internal power supply
• Light and compact in size

PORTS
• 5/8-fixed 10BASE-T/100BASE-TX ports

PERFORMANCE
• Performance: 1/1.6Gbits
• Memory: 128Kbits/128Kbits
• Throughput: 0.74/1.2Mpps
• Address Table: 1K/2K

DIMENSION/WEIGHT  
• SMC105DT

• 4.3 x 2.8x 0.75 in/11 x 7.11 x 2 cm
• 0.55lbs/.25 kg

• SMC108DT
• 6.45 x 3.94 x 1.02 in/16.4 x 10 x 2.6 cm
• 0.95 lbs/.5 kg

EZ SwitchTM 10/100  
16/24-Port Ethernet/Fast
Ethernet Dual-Speed 
Unmanaged Switch

EZNET-16SW/
EZNET-24SW

FEATURES
• 3.2 or 4.8Gbps aggregate bandwidth; 

speeds up to 200Mbps per port
• Filtering & forwarding all full-wire 

speed on all ports
• Buffered store-and-forward transmission 

method prevents propagation of bad 
packets

• Back pressure and flow control prevent 
packet loss under heavy load.

• Sturdy steel construction; rackmountable

PORTS
• EZNET-24SW  

• 24 RJ-45 ports, auto-sensing 
• EZNET-16SW 

• 16 RJ-45 ports, auto-sensing 

PERFORMANCE
• Switch Fabric: 3.2/4.8Gbps
• Memory buffer: 1.25/1.25Mbits
• Throughput: 2.4/3.6Mpps
• Address Table size: 8K

DIMENSION/WEIGHT   
• 11x6.8x1.7 in/28x17.3x4.4 cm
• 1.6kg/3.5 lbs/1.7kg/3.7lbs

UNMANAGED SWITCHES
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SMART SWITCHES
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EZ Switch™ 10/100/1000
16/24-Port Layer 
2 Gigabit Smart Switch

SMCGS16-SMART/
SMCGS24-SMART

FEATURES
• 16/24 10/100/1000Mbps Ports
• Up to 32/48Gbps aggregate bandwidth
• Full wire-speed performance
• Jumbo frame support
• Internal power
• Rack-mountable

PORTS
• 16/24-ports 10/100/1000Mbps (RJ-45)
• Auto-Negotiation, Autosensing and 

Auto-MDIX on all ports

PERFORMANCE
• Switch Fabric: 32/48Gbps, non-blocking
• Memory buffer: 272/400Kbits
• Throughput: 23.8/35.7Mpps
• 8K MAC Address Table

DIMENSION/WEIGHT   
• 10.7 x 6.5 x 1.8 in/27.2 x 16.5 x 4.6 cm
• SMCGS16-Smart: 2.0 kg/4.04 lbs
• SMCGS24-Smart: 2.2 kg/4.85 lbs

File
Server

VoIP
Gateway

VoIP
PC

PC
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Phone

Unmanaged
Switches Data/Voice

No Priority Buffer Queues
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Unmanaged Switch

File
Server

VoIP
Gateway

VoIP
PC

PC

IP
Phone

Smart
Switches

Data

Priority
Buffer
Queues2

Smart Switch

PSTN PSTN

Voice

0
1



MANAGED SWITCHES
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TigerSwitch 1000
24-Port Managed Switch
with 4 Combo (RJ-45/SFP)
Ports

SMC8024L2

FEATURES
• 24 10/100/1000 ports with 4 

Gigabit Combo (RJ-45/SFP) uplink ports
• L2/L4 feature set including RSTP, 

LACP, 802.1x
• Flexible SFP slots included to 

provide fiber uplink options
• Provides flexible web, snmp and 

console interfaces

PORTS
• 24 10/100/1000BASE-T ports
• 4 Combo (RJ-45/SFP)

MANAGEMENT
• In-Band Management
• Web-based HTTP, or SNMP manager
• Out-of-Band Management
• RS-232 DB-9 console port
• Software Loading
• TFTP/HTTP in-band

PERFORMANCE
• Switch Fabric: 48Gbps 
• Memory buffer: 750Kbits
• Throughput: 35.7Mpps
• 8K MAC Address Table

DIMENSION/WEIGHT
• 13.0 x 7.9 x 1.7 in./33.0 x 20.0 x 4.4 cm
• 3.72 kg/8.44 lbs

UP TO 80 PC USERS

GIGABIT SWITCH WITH LACP

1 GBPS

100 MBPS

2 X 1 GBPS BUNDLES

12 SWITCH WITH 
GIGABIT UPLINKS

GIGABIT SERVERS



TigerSwitch™ 10G
Standalone 8-port XFP 10G
Managed Layer 2 switch

SMC8708L2

FEATURES
• High port density 10G switch in a 1U box
• Full wire-speed switching performance
• Priority queuing
• VLAN with GVRP
• IGMP
• LACP for link aggregation
• Port mirroring
• Port and system security
• SNMP, RMON, spanning tree algorithm

MANAGEMENT
• In-Band Management 

• Telnet, SLIP, Web-based HTTP, or SNMP
manager

• Out-of-Band Management
• RS-232 DB-9 console port

• Software Loading
• TFTP in-band or Xmodem out-of-band

• MIB Support
• MIB II (RFC 1213), Bridging MIB (RFC 1493),

Ethernet-Like MIB (RFC 1643), RMON 
MIB (RFC 1757), SMC’s private MIB

PERFORMANCE
• Switch Fabric: 160Gbps, non-blocking
• Memory buffer: 4Mbits
• Throughput: 120Mpps
• 16K MAC Address Table

PORTS
• SMC8708L2: 8 10G-BASE ports
• Built-in Network Management

SECURITY
• SSH, SSL, HTTPS
• ACL, RADIUS/TACACS+
• Static port security

DIMENSION/WEIGHT  
• 440 x 415 x 43 mm/17.3 x 16.3 x 1.8 in
• 5.84 kg/12.87 lbs

TigerStack II 10/100/1000
24/48-Port Gigabit
IPv4/IPv6 Managed Switch
with 4 Combo (RJ-45/SFP)
Ports, High Speed Stacking
Ports and 2 Flexible
Module Slots for 10G

SMC8824M/SMC8848M

FEATURES
• 2 Slots of 10G XFP modules
• Stacks up to 8 units with build in 

stacking ports
• Introduces IPv6 (dual stack with IPv4) 

Management
• Supports Industry Standard L2/L4

features including MSTP, VLANs, LACP
• Supports secure management access via 

SSH, SSL, SNMPv3
• High Bandwidth switch fabric including 

hardware support for QoS.

MANAGEMENT 
• In-Band Features
• IPv6 and IPv4 support
• Telnet and SSH
• HTTP and HTTPS
• SNMP (v1,v2c,v3)
• Out-of-Band Management
• RS-232 Console port
• Software upgrade
• TFTP or XModem
• Dual Firmware Images
• Configuration Download/Upload

PERFORMANCE
• Switch Fabric: 128/176Gbps
• Memory Buffer: 750Kbytes
• Throughput: 95/131Mpps
• Address Table: 8K

PORTS
• 24/48 10/100/1000BASE-T ports
• 4 Combo SFP ports
• 2 Stacking ports
• 2 10G Module slots

SECURITY
• SSH, SSL, HTTPS
• ACL, RADIUS/TACACS+
• Static port security

DIMENSION/WEIGHT  
• 44.0 x 41.5 x 4.4 cm/17.4 x 16.4 x 1.8 in.
• SMC8824M: 5.7 kg/12.6 lbs
• SMC8848M: 6.1 kg/13.4lbs

ENTERPRISE SWITCHES
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ENTERPRISE SWITCHES
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TigerSwitchTM 10/100/1000 
12/24/48-Port Standalone
Gigabit Managed Switch 
with 4 mini-GBIC ports 

SMC8612T2/
SMC8624T/
SMC8648T

FEATURES
• Full wire-speed non-blocking switching 

performance
• VLAN with GVRP
• IGMP snooping
• LACP for link aggregation
• Port and system security

MANAGEMENT 
• RMON 4 groups (1, 2, 3 and 9)
• In-band: Telnet, web-based HTTP, or SNMP
• Out-band:RS-232 console port
• Spanning-Tree-Protocol for redundant 

connections
• Port-mirroring for easy troubleshooting
• Free EliteView network management 

software

PERFORMANCE
• Switch Fabric: 24/48/96Gbps, non-blocking
• Memory buffer: 1 Mbits
• Throughput: 17.8/35.7/71.4Mpps
• 16K MAC Address Table

PORTS
• 12/24/48 x 10BASE-

T/100BASE-TX/1000BASE-T auto-MDIX 

ports with 4 SFP ports for media 
expansion (please note: 4 fixed-in gigabit-
copper 10/100/1000 ports will be disabled 
if Mini-GBIC port for fiber connection are 
utilized)

SWITCHING BANDWITH CAPACITY 
• SMC8612T - 24Gbps 
• SMC8624T - 48Gbps
• SMC8648T - 96Gbps 

SECURITY
• SSH, SSL, HTTPS
• ACL,RADIUS/TACACS+

DIMENSION/WEIGHT  
• SMC8612T

• 17 X 13.9 X 1.7 in/44 X 25.4 X 4.3 cm
• 9.5lb/4.26 kg

• SMC8624T: 
• 17 x 16 x 1.73 in/44 x 41 x 4.39 cm
• 9.46 lbs/4.3 kg

• SMC8648T: 
• 17 x 16 x 1.73 in/44 x 41 x 4.39 cm
• 9.46 lbs/4.3 kg

TigerSwitchTM 1000 
12 SFP Port Standalone
Layer 3 Gigabit 
Managed Switch

SMC8612XL3

FEATURES
• 12 SFP 1000BASE-X ports with 4 

associated gigabit copper ports 
• Operating at wire-speed for optimal 

switching and IP routing
• Support IP/RIP, OSPF routing protocols
• IGMP and DVMRP multicast protocol sup-

ported for today’s multimedia application
• Fully featured with security and 

management tools/protocols

MANAGEMENT
• L3: IP/RIP, OSPF and VRRP
• SNMP, RMON
• Full Duplex Flow Control
• VLANs
• QoS
• Link Aggregation
• Spanning Tree, MSTP,

PERFORMANCE
• Switch Fabric: 24Gbps, non-blocking
• Memory buffer: 1 Mbits
• Throughput: 17.86Mpps
• 16K MAC Address Table

PORTS
• 12 SFP 1000BASE-X ports
• 4 10/100/1000BASE-T ports
• Built-in network management

SECURITY
• SSH, SSL, HTTPS
• ACL,RADIUS/TACACS+

DIMENSION/WEIGHT  
• 17.4 x 9 x 1.7 in/44.0 x 22.9 x 4.3 cm
• 11.02 lb/5.0 kg 

TigerStackTM 1000
24/48-Port Gigabit 
Managed Switch with 4
Combo (RJ45/SFP) Ports 
and High Speed Stacking 
Ports Flexible Module Slot

SMC8724ML3/
SMC8748ML3

FEATURES
• High-port density and migration protection 

in a small footprint
• Advanced Layer 3 Unicast Features
• Advanced Layer 3 Multicast Features 
• QoS 
• VLAN with GVRP and 802.1s/v
• IGMP Snooping
• MultiLink Trunking with LACP
• Comprehensive security support
• Redundant Power Supply

MANAGEMENT
• RMON 4 groups
• SNMP v1,v2 and V3
• CLI
• Web interface
• Port mirroring
• DNS
• SNTP
• Syslog remote logging

PERFORMANCE
• Switch Fabric: 108/156Gbps, non-blocking
• Memory buffer: 2Mbits
• Throughput: 80/115Mpps
• 16K MAC Address Table

PORTS
• 24-/48-ports 10/100/1000Mbps (RJ-45), 

Including 4 Gigabit combo ports,
1000BASE-X (SFP/RJ-45)

• 1 Expansion Slot for optional 10G uplink
• 2 Stacking ports on the rear panel
• Auto-Negotiation, Autosensing and Auto-

MDIX on all RJ-45 ports
• 1 Console port (RS-232)
• 1 RPS Connector

SECURITY
• SSH, SSL, HTTPS
• ACL, RADIUS/TACACS+
• Static port security

DIMENSION/WEIGHT  
• 44.0 x 41.5 x 4.4 cm/17.3 x 16.3 x 1.7 in.
• SMC8724ML3: 5.7 kg/12.6 lbs
• SMC8748ML3: 6.1 kg/13.4 lbs



TigerSwitch™ 10/100/1000
48 Port Gigabit Managed
switch with 4 combo 
(RJ-45/ SFP) Ports and 
2 x 10G Uplink slots

SMC8748L2

FEATURES
• High-port density and migration 

protection in a small footprint
• 2 x 10G uplink slots
• Flexible QoS with 8 priority queues
• Security features supported
• Redundant power

MANAGEMENT
• Standalone
• SNMP, RMON
• Full Duplex Flow Control
• VLANs
• QoS
• Link Aggregation
• Spanning Tree, MSTP, RSTP
• 9K Jumbo Frames
• Port-Mirroring

PERFORMANCE
• Switch Fabric: 136Gbps, non-blocking
• Memory buffer: 1.5Mbits
• Throughput: 101Mbps
• 8K MAC Address Table

PORTS
• 48 10/100/1000BASE-T Ports
• 4 Combo (RJ-45/SFP) ports
• 2 x 10G XFP slots
• Built-in network management

SECURITY
• SSH, SSL, HTTPS
• ACL, RADIUS/TACACS+

DIMENSION/WEIGHT  
• 44.0 x 41.5 x 4.4 cm/17.4 x 16.4 x 1.8 in.
• 5.02kg/11.1lbs

TigerStackTM 10/100
24/48-Port Stackable
Managed Switch with 4 
gigabit, 2 RJ-45, and 2
Combo RJ45/SFP Ports 

SMC6224M/SMC6248M

FEATURES
• High-port density and migration protection

in a small footprint
• Stacking
• QoS 
• VLAN with GVRP and 802.1s
• IGMP Snooping
• MultiLink Trunking with LACP
• Comprehensive security support
• Redundant Power Supply

MANAGEMENT        
• CLI
• NMS
• Web-based

PERFORMANCE
• Switch Fabric: 12.8/17.6Gbps, non-blocking
• Memory buffer: 512Kbits
• Throughput: 9.5/13.39Mpps
• 8K MAC Address Table

PORTS
• 24/48 Port 10/100 Auto-MDIX
• 2 stacking/copper
• 2 copper/SFP ports

SECURITY
• SSH, SSL, HTTPS
• ACL, RADIUS/TACACS+

DIMENSION/WEIGHT  
• 17.4 x 9 x 1.8 in/440 x 230 x 43 mm
• 6.0 lb/2.7 kg

ENTERPRISE SWITCHES
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TigerStackTM 10G
24/48-Port Gigabit
Managed Switch with 4
Combo (RJ45/SFP) Ports
and High Speed Stacking
Ports Flexible Module Slot

SMC8724M/
SMC8748M

FEATURES
• High-port density and migration 

protection in a small footprint
• QoS 
• VLAN with GVRP and 802.1s/v
• IGMP Snooping
• MultiLink Trunking with LACP
• Comprehensive security support
• Redundant Power Supply

MANAGEMENT
• RMON

• 4 groups
• SNMP

• v1, v2 and v3
• CLI
• Web interface
• Port mirroring
• DNS
• SNTP
• Syslog remote logging

PERFORMANCE
• Switch Fabric: 108/156Gbps, non-blocking
• Memory buffer: 2Mbits
• Throughput: 80/115Mpps
• 16K MAC Address Table

PORTS
• 24-/48-ports 10/100/1000Mbps (RJ-45),

Including 4 Gigabit combo ports,
1000BASE-X (SFP/RJ-45)

• 1 Expansion Slot for optional 10G uplink
• 2 Stacking ports on the rear panel
• Auto-Negotiation, Autosensing and Auto-

MDIX on all RJ-45 ports
• 1 Console port (RS-232)
• 1 RPS Connector

SECURITY
• SSH, SSL, HTTPS
• ACL, RADIUS/TACACS+
• Static port security

DIMENSION/WEIGHT  
• 44.0 x 41.5 x 4.4 cm/17.3 x 16.3 x 1.7 in.
• SMC8724M: 6.08 kg/13.4 lbs
• SMC8748M: 6.36 kg/14.0 lbs
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TigerStack III™ 10/100 PoE
24-Port PoE Managed 
Switch with 2 Combo 
RJ-45/SFP ports 

SMC6826MPE

FEATURES
• 24 10/100 ports with 2 Combo 

RJ-45/SFP ports
• Stackable up to 8 units high
• Up to 8.8Gbps aggregate bandwidth
• Industry standard Power Over Ethernet 

support
• ACL, RADIUS, TACACS+, SSL
• SNMP, RMON, and Spanning Tree Algorithm
• Redundant Power Support
• Industry standard QoS (802.1p), VLAN 

(802.1Q), RADIUS and LACP (802.3ad)

MANAGEMENT 
• Stackable up to 8 Units
• Power-over-Ethernet
• SNMP, RMON
• Full Duplex Flow Control
• VLANs
• QoS
• Link Aggregation
• Spanning Tree, RSTP
• Port-Mirroring

PERFORMANCE
• Switch Fabric: 8.8Gbps, non-blocking
• Memory buffer: 8Mbits
• Throughput: 6.6Mpps
• 8K MAC Address Table

PORTS
• 24-ports 10/100Mbps (RJ-45)
• 2 Gigabit combo ports, 1000BASE-X 

(SFP/RJ-45)
• Auto-Negotiation, Autosensing and Auto-

MDIX on all RJ-45 ports
• Power-over-Ethernet on all 10/100 ports
• 1 Console port (RS-232)
• 1 RPS Connector

SECURITY
• SSH, SSL, HTTPS
• ACL, RADIUS/TACACS+

DIMENSION/WEIGHT  
• 18 x 16 x 1.7 in/440 x 410 x 43 mm
• 5.76 kg/12.70 lbs

TTiiggeerrSSttaacckk™™    llIIII  1100//110000
24-Port Stackable 
Managed Switch with 
2 slots for media expansion 

SMC6824M

FEATURES
• Supports up to 24 auto-MDIX 10/100 

ports, 2 1000Mbps or 100BASE-FX ports
• Stacks up to 8 units
• Non-blocking 8.8Gbps switch fabric for 

maximum switching performance
• Four levels of priority, with weighted fair 

queuing, ensures smooth transmission of 
data

• Supports VLANs based on tags, ports, or 
protocol, plus support for automatic 
GVRP LAN registration for maximum 
security and bandwidth efficiency

• IGMP allows multicast traffic transmission
to registered users only

• Port trunking group links between switches,
increases bandwidth for dedicated link

• Security control and authentication such 
as SSH, SSL, HTTPS, IEEE 802.1x to 
ensure a secure network

MANAGEMENT 
• In-Band Management 
• Telnet, SLIP, Web-based HTTP, or SNMP 

manager
• Out-of-Band Management

• RS-232 DB-9 console port
• Software Loading
• TFTP in-band or Xmodem out-of-band
• MIB Support
• MIB II (RFC 1213), Bridging MIB (RFC 1493),

Ethernet-Like MIB (RFC 1643), RMON MIB 
(RFC 1757), SMC’s private MIB

PERFORMANCE
• Switch Fabric: 8.8Gbps, non-blocking
• Memory buffer: 512Kbits
• Throughput: 6.6Mpps
• 8K MAC Address Table

PORTS
• 24 Auto-MDIX 10BASE-T/100BASE-TX 

RJ-45 ports 
• 2 slots for expansion modules
• Built-in Network Management

SECURITY
• SSH, SSL, HTTPS
• ACL,RADIUS/TACACS+

DIMENSION/WEIGHT  
• 44.0 x 32.3 x 4.3 cm/17.32 x 12.8 x 1.69 in.
• 3.08 kg/6 lbs 13 oz 
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TTiiggeerrSSwwiittcchhTTMM 1100//110000
8-Port Standalone 
Managed Switch 
SMC6709FL2: with 1
100BASE-FX uplink
SMC6709GL2: with 1
1000BASE-SX uplink

SMC6709FL2/
SMC6708L2/
SMC6709GL2

FEATURES
• Easy to install and integrate: 8-port 

10/100 auto-MDIX port and 1 fiber port 
for distance connection of up to 2km away

• Link aggregation creates high-speed data 
paths to servers or other switches

• VLAN support provides port VLANs and 
GVRP for auto-registration

• IGMP snooping reduces multicast traffic  
for maximum performance

• Compacted 10” case 

MANAGEMENT
• In-Band Management
• Telnet, Web-based HTTP, or SNMP manager
• Out-of-Band Management
• RS-232 DB-9 console port Software 

Loading
• TFTP in-band or Xmodem out-of-band
• MIB Support
• MIB II (RFC 1213), Bridging MIB (RFC 

1493), Ethernet-like MIB (RFC 1643), 
RMON MIB (RFC 1757) 

PERFORMANCE
• Switch Fabric: 1.6/1.8/3.6Gbps, non-blocking
• Memory buffer: 2Mbits
• Throughput: 1.2/1.3/2.7Mpps
• 8K MAC Address Table

PORTS
• 8 auto-MDIX 10BASE-T/100BASE-TX  

RJ-45 ports
• Pre-configured with 1 100BASE-FX  

MMF port: SMC6709FL2 only
• Pre-configured with 1 1000BASE-SX port: 

SMC6709GL2 only

SECURITY
• ACL

DIMENSION/WEIGHT  
• 10 x 1.75 x 5.25 in/25x 38x 13.2 cm
• 2 lbs/6 oz

UP TO 80 PC USERS

GIGABIT SWITCH WITH LACP

1Gbps

100Mbps

2 X 1 GBPS BUNDLES

12 SWITCH WITH 
GIGABIT UPLINKS

GIGABIT SERVERS

TigerSwitch™ 10/100
24/48-Port Standalone
Managed Switch with 2
1000BaseT/SFP Combo
Ports

6726AL2/6752AL2

FEATURES
• QoS 
• VLAN with GVRP
• IGMP Snooping
• MultiLink Trunking with LACP
• Comprehensive security support

MANAGEMENT        
• Industry standard CLI
• Web Management
• Telnet
• Remote Ping
• Dual Firmware Images
• Configuration Download/Upload
• SNMP
• RMON (Groups, 1, 2, 3, 9)
• DHCP
• Event/ Error Log

PERFORMANCE
• Switch fabric: 8.8/17.6Gbps
• Memory buffer: 4 Mbits
• Throughput: 6.5/13Mpps
• Address Table: 8K

PORTS
• 24/48 10/100BASE-T ports
• 2 Combo RJ-45/SFP ports
• 2 10/100/1000BASE-T ports 

(SMC6752AL2 only)
• 1 console port

SECURITY
• Static port security
• IEEE802.1x
• ACL (Access Control Lists)
• RADIUS Authentication
• TACACS+ Authentication
• HTTPS and SSL (Secured Web)
• SSH v1.5/2.0 (Secured Telnet)
• Username/Password Authentication

DIMENSION/WEIGHT  
• SMC6726AL2:

• 44.0 x 23 x 4.4 cm/17.32 x 9.06 x 1.73 in.
• 2.70 kg/5.95 lbs 

• SMC6752AL2:
• 44.0 x 23 x 4.4 cm/17.32 x 9.06 x 1.73 in.
• 3.09 kg/6.8 lbs.


